
 Leasing :

 Comment :

 Price :

 Appr. Repl. Cost. :

 FOB / Region :

Lease for $ 1,006/Mo. at 
NCL

Just been taken out of 
service

$ 49,500 *

$ 92,500

SOUTHWEST

 * Pricing is valid at the time of printing and subject to change at any time. 

KENTWOOD "M 609X"

MOULDERS - FEED THROUGH

2015

MOULDER (FEED THROUGH)

 Date : 

 EXF # :

 Category : 

 Brand / Model :  

 Machine Type : 

 Year of Mfg. :

 Condition : 

 Elect / Voltage : 

 Special Note : 

06/16/2025 - 3:01 AM *

MF-013573

460 V, 60 Cy, 3 Ph.

Good Condition 

 
                                Please ask me

  
                                Louis Sicotte
                                800-374-5009  ext. 329
                                Intl.  +1 704-841-2001  ext. 329
                                louis.sicotte@exfactory.com

 Description :

• KENTWOOD M 609X Feed Through Moulder; 

6-Head (B-R-L-T-T-B), working cap. 9-1/16"" x 6". 

Head sequence & Spindles: 

• Bottom 10 HP, right 10 HP, left 10 HP, top 20 HP, top 20 HP and bottom 15 HP motor. 

• Spindle dia.1 13/16" with cutterhead speed of 7,200 RPM. 

• All spindles equipped with mechanical digital readouts. Mechanical readouts for pressure elements and 
chipbreakers.

Electric brakes on spindles 2 through 5, Cutting circle of vertical spindles: 125 mm to 200 mm (4,7" X 7.8") 
Cutting circle of horizontal spindles: 125 mm to 200 mm  (4,7" X 7.8"). 

Feed works: 



• Cardan feed-works drive system with pneumatic pressure rollers, Inverter driven 5 HP feed system with 
feed speeds of 20 - 98 FPM. Infeed. 

•  Complete with: Full width driven bottom in-feed roller before first head, Serrated steel feed rollers before 
top horizontal head.

Rubber coated feed rollers after top horizontal head, (2) Rollers above and (1) in the table prior to first 
bottom spindle; (2) additional powered rollers in the table. 

• In-feed table 2M (72"), chromed tables and fences. 

Includes: 

• Central lubrication, manual table lubrication pump. 

• Side pressure roller mounted to infeed table, Short stock attachment at right spindle for short part, 

• Sound enclosure and Interior cabin light. 

Note: Floor space: 77" W x 166" L x 68" T, Machine weight: 10,800 lbs.


